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XENOL COMPRESSOR OIL 32-46-68-100 
 
Product Description and Field of Use:  

Compressor oils designed for compressors operating under moderate and heavy conditions, formulated 

with high quality mineral base oils and high performance additive system. Excellent oxidation resistance 

has a tendency to form low soot and they easily separate from water. They perform very well in 

lubricating compressor systems with gears and bearings and are thus widely used. 

Recommended for single and multi-stage air compressors. They are successfully used in piston air 

compressors crankcase and cylinders, screw compressors, vane compressors, axial and centrifugal 

compressors, compressor systems with critical gears and bearings, compressors used in fixed and mobile 

applications. Low viscosity products are more suitable for rotary type compressors, while high viscosity 

products are recommended for crawler and piston compressors. Compressor manufacturer's 

recommendations should be followed when selecting the required degree of viscosity. 

Properties and Benefits 

• Ensures long oil life thanks to heat and oxidation stability 

• It is designed to provide anti-corrosion, anti-wear and extreme pressure properties. 

• It ensures maintenance and oil saving thanks to the additives it contains. 

• Extends oil change intervals (up to 4000 hours). 

• It provides excellent temperature stability even under high operating conditions.  

• It prevents sludge formation thanks to its zinc-free technology.  

• It provides high performance thanks to its improved water and air separation capabilities. 

  

Typical Properties* 

TYPICAL VALUES 

TEST UNIT TEST METHOD 32 46 68 100 

Density, @15 °C g/cm3 ASTM 4052 0.872 0.875 0.885 0.892 

K. Viscosity, @ 40°C cSt ASTM D 445 28.8-35.2 41.4-50.6 61.2-74.8 83-112 

Viscosity Index  ASTM D 2270 97 97 97 97 

Flashing Point °C ASTM D 92 205 229 236 243 

Pour Point °C ASTM D 97 -33 -30 -21 -18 

* Values may vary between productions. 

 
Storage Conditions 
It should be protected from direct sunlight and precipitation. Packages should be stored in a sealed way, under a porch or in 

indoor areas. Storage temperature should be between (+5)-(+40)°C. 

 

Health and Safety Information  
In the light of the available information, this product is not expected to create a negative impact on human health when used 

in the intended location and under the specified conditions of use. Used product should not be incinerated or poured into 

soil and waste water channels. Waste oils should be sorted into categories according to Regulation on Control of Waster Oils, 

and disposed of via licensed enterprises having the properties defined in this regulation. Please read the Material Safety Sheet 

when necessary. 


