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TR:

 

EN:

HAKKIMIZDA





ELITE MULTI LA 0W-20 SN/CF

01

API SN/CF, ACEA C5

5.6-9.3

155

211

-37

0.842

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

TR 

EN 

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI LA 0W-30 SN/CF

02

API SN/CF, ACEA C2, C3, BMW LL-98, LL-04; FIAT 9.55535-DS1/GS1; GM DEXOS II; MB 229.51, 229.31; PSA B71 229

9.3-12.5

160

216

-40

0.842

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI LA 5W-20 SN/CF

03

API SN/CF, ILSAC GF-5, ACEA C5

9.3-12.5

160

205

-39

0.842

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI LA 5W-30 SN/CF

04

API SN/CF , ACEA C3 , MB- 229.52, MB- 229.51, MB 229.31; JLR 03.5004; VW 507 00 / 504 00; GM DEXOS II

9.3-12.5

166

212

-38

0.861

TR  
                       
                   

 

EN  
 
 

                      

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI LA 5W-40 SN/CF

05

API SN/CF, ACEA C3 , MB 229.51,229.31, GM Dexos II

12.5-16.3

165

218

-39

0.865

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI PSA LA 5W-30 SN/CF

06

API SN/CF, ACEA C2, C3, FIAT 9.55535-S1, PSA B71 2290

9.3-12.5

160

210

-40

0.848

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI REN LA 5W-30 SN/CF

07

API SN/CF, ACEA C4 , RENAULT 0720

9.3-12.5

166

210

-41

0.846

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI C2 LA 5W-30 SN/CF

08

9.3-12.5

159

204

-36

0.860

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



GENESIS MULTI C3 LA 5W-30 SN/CF

09

API SN/CF, ACEA C3, MB 229.51, 229.31; BMW LL-04; GM dexos2 TM; Chrysler MS-11106

9.3-12.5

165

210

-40

0.851

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI C4 LA 5W-30 SN/CF

10

API SN; ACEA C4; Renault RN 0720; MB APPROVAL 226.51; MB 229.51

9.3-12.5

170

210

-39

0.849

TR 

EN 

°C, cSt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI C3 5W-40 SN/CF

11

API SN/CF, MB 229.31/226.5, GM Dexos 2, VW 505 00/505 01, Renault RN0700/0710, Ford 917A

12.5-16.3

160

207

-42

0.862

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI C3 LA 5W-40 SN/CF

12

API SN/CF, ACEA C3, MB 229.51, MB 229.31; GM DEXOS II

12.5-16.3

165

220

-41

0.863

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI C4 LA 5W-40 SN/CF

13

ACEA C4-16, MB 226.51, Renault RN0720

12.5-16.3

165

220

-40

0.865

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI HYBRID 0W-16 SN/CF

14

API SN PLUS/ SN/RC

7.2

160

220

-40

0.841

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI  0W-30 SN/CF

15

API SN/ SL/CF, ACEA A3/B4, BMW LL-98; GM LL-B-025; MB 229.3; Renault RN0700, RN0710; VW 502.00/505.00

9.3-12.5

160

205

-40

0.846

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI  0W-40 SN/CF

16

API SN/CF, ACEA A3/B4, BMW LL-98, FIAT 9.55535-M2, GM LL-B-025, MB 229.3, PORSCHE A-40, RN 0700 VW 502.00 / 505.00

12,5-16,3

165

225

-41

0.866

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



EMERALD (GREEN) 0W-20 SP

17

API SP/SN/SN-RC/CF,ILSAC GF-5 Dexos I Gen 2

5.6-9.3

166

218

-40

0.849

TR  
 

                     
 
 

EN  
 
 
 

                          

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



EMERALD (GREEN) 0W-30 SP

18

ACEA C2-16, PSA B71 2312

9.3-12.5

169

210

-40

0.848

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



PEARL (WHITE) 0W-20 SP

19

API SP, ILSAC GF6A, MB 229.71, VW 508 00/509 00, Porsche C20, GM DEXOS I:GEN 2

5.6-9.3

170

226

-41

0.846

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE 5W-30 SL/CF

20

API SL/CF, ACEA A3/B4, BMW LL-98, GM LL-B-025, MB 229.5, Renault RN 0710, RN 0700 VW 502.00 / 505.00

9.3-12.5

138

202

-32

0.861

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE 10W-40 SL/CF

21

API SL/CF, ACEA A3/B4, MB 229.1, VW 501.00/505.00, RN710

12.5-16.3

140

214

-32

0.87

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE 15W-40 SL/CF

22

API SL/CF,ACEA A3/B3/B4

12.5-16.3

130

210

-30

0.871

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE 20W-50 SL/CF

23

API SL/CF

16.3-21.9

120

220

-28

0.891

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



GENESIS MULTI 5W-30 SN/CF

24

API SN/CF, MB 229.3, VW 502 00/505 00, BMW LL-01

9.8-12.5

160

210

-39

0.862

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI 5W-40 SN/CF

25

API SN/CF, ACEA A3/B4,MB 229.3, A40, VW 502 00/505 00, RN0700/0710

12.8-16.3

150

218

-33

0.872

TR  
 

 
 

 

EN  
 
 

 
 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



GENESIS MULTI 10W-40 SN/CF

26

API SN/CF; ACEA A3/B4; MB 229,1; MB 229,3; RN0700/0710; PSA B71 2300; VW 501.00/505.00

12.5-16.3

160

220

-36

0.87

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI 10W-60 SN/CF

27

API SN/CF, ACEA A3/B4

21.9-26.1

160

240

-36

0.851

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI 15W-40 SN/CF

28

API SN/CF, ACEA A3/B4, MB 229.1, VW 501 01/505 00

12.5-16.3

153

212

-34

0.872

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI FD 5W-30 SN/CF

29

API SN/ SL/CF, ACEA A5/B5-16, FORD WSS-M2C913-A,B,C,D, Ford 913D

9.3-12.5

158

202

-39

0.848

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



ELITE MULTI REN 5W-40 SN/CF

30

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



QUARTZ (BLUE) 0W-20 SP

31

API SP/ SN Plus API ACEA C5-16, VW 508 00/509 00, VW TL 52577, Porsche C20

5.6-9.3

168

220

-40

0.831

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt



QUARTZ (BLUE) 0W-30 SP

32

API SP/ SN Plus API ACEA C3, VW Standard 504.00, VW Standard 507.00; PORSCHE C-30

9.3-12.5

171

222

-41

0.842

TR 

EN 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 4 Lt, 5 Lt, 20 Lt, 200 Lt





0,865

12.5-16.3

140

221

-36

34

EN

-

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

RACE 4T 10W-40 SL/CF

TR

1 Lt, 200 Lt



0,86

12.5-16.3

150

227

-36

35

EN

RACE 4T 10W-40 SN/CF

TR

-

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 200 Lt



0,85

16.3-21.9

130

230

-27

36

EN

RACE 4T 15W-50 SL/CF

TR

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 200 Lt



0,865

12.5-16.3

125

230

-27

37

EN

RACE 4T 20W-40 SL/CF

TR

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 200 Lt



0,875

16.3-21.9

125

230

-27

38

EN

RACE 4T 20W-50 SL/CF

TR
-

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 200 Lt



0,87

10.5

115

223

-27

39

EN

RACE 2T

TR
-

-

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 200 Lt





0,85

11.5

165

225

-36

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt

41

EN

TR

HILL 5W-30 ME



0.86

11.5

150

225

-36

42

EN

TR

-
-

HILL 10W-30 LA

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



0.86

14.5

150

231

-36

43

EN -

TR

-

HILL 10W-40 EC6

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



0.855

14.5

150

236

-36

44

EN

TR

HILL 10W-40 LA

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



0.864

13.7

150

224

-38

45

EN

15

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

TR

HILL 10W-40 E7 LDF-3

20 Lt, 200 Lt



0.867

12.5

145

238

-45

46

EN -

TR

HILL FE 10W-30 LDF-3

14

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



0.861

14.5

140

221

-36

47

EN -

-

TR

SAE 10W-40 LS5 FORD

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



0.88

14.5

140

224

-36

48

EN -

TR -

SAE 15W-40 CI-4 ULTRA AVANGARDE

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



0.85

9.3-12.5

170

230

-38

49

EN

TR

HILL 5W-30 CI-4 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



0.85

12.5-16.3

155

232

-38

50

EN

TR

HILL 10W-40 CI-4

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



14.5

140

221

-40

51

EN

TR

HILL 15W-40 CI-4

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



52

EN

-

TR

HILL 20W-50 CI-4

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt

-26



53

EN

TR

HILL ME 5W-30 LDF-4

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

20 Lt, 200 Lt



54

EN

TR

HILL MULTI LA 5W-30 CK-4

20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



55

EN

TR

HILL MULTI LA 10W-40 CI-4

20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



56

EN

TR

HILL MULTI LA 10W-40 CK-4

20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



57

EN -

TR

HILL SAE CD/SF SERIES

20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



58

EN -

TR

HILL SAE CF/SF SERIES

20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES





0,85

7,1

158

220

-45

60

EN

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

TR

ATF 8-9

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0,85

7

155

200

-40

61

EN

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

TR



0,85

8.2

150

200

-40

62

EN

-

TR

ATF 320

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0,85

6.5-8

160

200

-40

63

EN

TR

ATF DEXRON II

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0,85

6.4-8.9

145

195

-45

64

EN
-

TR

ATF DEXRON III

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0,85

6.5

158

215

-45

65

EN

TR

ATF DEXRON VI

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

6.8

170

200

-36

66

EN

TR

ATF LT 71141

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

6.8-8.9

145

200

-45

67

EN -

TR

ATF TYPE T IV

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

6.4-8.9

145

195

-45

68

EN

TR -

ATF WS

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

6.5-8

179

205

-48

69

EN -
-

TR

CVT FLUID

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

6.5-8

170

210

-45

70

EN

TR

DCT

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.86

6.3

150

220

-30

71

EN

TR

HYD ATF

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

6.8

170

200

-43

72

EN -

TR

DSG FLUID

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



73

EN

TR

GEAR OIL 80-90-140 GL-1

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

95 92

90

90

250

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



74

EN
-

TR
-

GEAR OIL 80-90-140 GL-4

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

7-11

95 92

235

-12

90

93

-12

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



75

EN

TR

GEAR OIL 75W-90 GL-4

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



76

EN

TR

GEAR OIL 80W-90 GL-4

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



77

EN

TR

-

GEAR OIL 85W-140 GL-4

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

88

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



78

EN

TR

GEAR OIL EP 75W-80 GL-5

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



79

EN

TR

GEAR OIL EP 75W-90 GL-5

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



80

EN

TR

GEAR OIL EP 80W-90 GL-5

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



0.90

24-32.5

90

225

-24

81

EN

TR

-

GEAR OIL EP 85W-90 GL-5

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.91

24-32.5

90

225

-21

82

EN
-

TR

-

GEAR OIL EP 85W-140 GL-5

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

60

150

225

-40

75W-80

83

EN

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

TR
-

TRANSMISSION AHDX 75W-80

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



0.85

7.6

165

190

-40

84

EN -
-

TR
-

-

ULTRA OIL TRANSMISSION ATF HDX

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



85

EN

TR

TRANSMISSION FHDX 75W-90

105

150

75W-90

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt



86

EN

TR

GEAR OIL PWR

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

1 Lt, 3 Lt, 16 Lt, 20 Lt, 200 Lt





DIN 51524 PART III; ISO 11158 HV; PARKER (DENISON) HF-0, HF-1, HF-2; EATON (VICKERS)
I-286-S; EATON (VICKERS) M-2950-S; CINCINNATI MACHINE P-68, P-69, P-70; JCMAS P041; CETOP RP 91 H

HYDRO HVI 22-32-46-68-100-150

88

EN -

TR
-
-

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES

0,876

151

212

-39

0,877

151

218

-36

0,878

151

220

-36

HVI 22 HVI 32 HVI 46

0,886

151

225

-33

0,890

90-110

151

229

-30

0,901

135-165

151

232

-27

HVI 68 HVI 100 HVI 150

16 Lt, 20 Lt, 200 Lt



DIN 51524 Part II (HLP); ISO 11158 HM; US STEEL 126/127; AFNOR N FE 48603; EATON (VICKERS) I-286-S; EATON (VICKERS) M-2950-S,
BOSCH REXREOTH, GMLS2,CINCINNATTI MILACRON P-68, P-69, P-70, DENISON HF-0, HF-1, HF-2

HYDRO ISO 32-37-46-68-100-150

89

EN

TR

-

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES

0,871

100

211

-39

0,876

100

217

-36

0,878

95

220

-36

HLP 32 HLP 37 HLP 46

0,886

95

224

-33

0,891

90-110

95

229

-27

0,901

135-165

95

235

-21

HLP 68 HLP 100 HLP 150

16 Lt, 20 Lt, 200 Lt





0,85

9,3-12,5

135

218

-33

FARM 426

JI CASE: MS 1204-MS 1205-MS 1206-MS 1207-MS 1210, JOHN DEERE: JDM J20C / J20D, NEW HOLLAND: FNHA-2-C201.00
FORD: M2C134-A/B/C/D M2C86-B/C, MASSEY FERGUSSON: M1141-M1135-M1143, WHITE FARM: Q-1826,

DETROIT DIESEL ALLISON: C-3 / C-4 CATERPILLAR TO-2, VOLVO: WB-101, API GL-4 New Holland WB NWH 410B,

EN

TR 

91

18 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



0,85

12,5-16,3

140

240

-40

FARM 428

92

18 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

EN

-

TR 





132

1,9

1,08

140

205

BRAKE FLUID DOT 3

SAE J1703,FMVSS 116 DOT 3

94

TR -

EN 

0,5 mLt, 1 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



262

2,1

1,05

155

230

BRAKE FLUID DOT 4

SAE J1703,FMVSS 116 DOT 4 

95

0,5 mLt, 1 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

TR 

EN -





97

0,87-0,9

8,0-9,8

2,5

0/0 Geçer / Pass

240

18 Lt, 20 Lt, 200 Lt

/METAL WORKING FLUIDS

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

Y

pH %3

TR 

EN 
-



98

Mineral kaliteli baz y dan formüle 
nitelikli bir y . Odun kesme emlerinde 

mükemmel y yapar.

It is oil,that formulated from mineral 
based quality oils. Makes a perfect lubrication in saw 
machines that are used wood cutting.

n aat sektöründe ve beton endüstrisinde çelik,  plastik ve ah ap kal plar n 
ya lanmas nda kullan lan üstün nitelikli ya d r.  Dü ük viskozitesi sayesinde kal b n 
içerisinde ince bir t turur ve betonun  y önleyerek düzgün 
bir yüzey elde edilmesi . A a içinde için temizlenmesi 
ger ortadan ve tekrar . Çivi ve demir gibi parç

önler. 

High quality oil for the lubrication of steel,  plastic and wooden molds in the construction 
sector and concrete industry.  With its low viscosity, it creates a thin layer in the mould and 
ensures a smooth surface by preventing the concrete sticking to the mould.  In addition, by not 
leaving residue within the mould, it eliminates the need for cleaning and enables them to be 
used again.  It prevents corrosion of metal parts such as nails and iron. 

Modern r on emleriyle elde kaliteli 
baz ya lardan formüle edilmi , nitelikli bir ya d r. 
Uygulama tir,genel .

It is formulated with quality base oils optained with 
modern r processes.Can be used for general-
purpose and application areas are large.

18 Lt, 20 Lt, 200 Lt

SAW

0,878

96

10,9

97

238

-18

15

0,860

16

3,6

95

180

-18

32

0,874

31

5,3

100

210

-12

İNCE MAKİNA YAĞI
FINE MACHINE OIL  

MOLD

0,862

20

-

100

160

-17

FİZİKSEL veya KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES



0,877

5,00

100

200

-21

99

TR-   ve  uy   özel k  destekl  kesme, delme ve      metal leme ope asy  l
k t  kesme y . Döküm,  ve  da  . Çok  kesme,  ve kama gö e   le t  
ve  cak metal ka  .  t   k t  say  kolayca t  kal a ak ü  v  .  

   ya  kesme t  mey  gel lecek a  leye ek t   . cak   k  
kükü   metall   ak lec  leke kate . Mükemmel y a   le met  metale ka  . Çok  -
ma uy c ta ak ü yetl t

EN-     ted by ext eme p essu e    vate ves, table  ts   usable  all   metal p oces
ope  such as    th  It c  be used ly  cas  steel   alloys. Due to ts acts  ect  c   w

 educes    the loss  metal that c   by the   these  By  the   ly th ough ts low c   o-
ves the   p  It ext  the e   tools by p ev  w  that may oc   the tools  the help  ts ext eme p essu e c t  Howe-
ve ,  should be tak  to acc  that  c t   ext eme p essu e ves c  leave st   the yellow metals. Its excell  c  eatu e p ev ts 
metal to met table educes the p oduct v y, so p o o costs.

I /CUTTING OILS

18 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

Y



68

0,880

198-242

100

229

-24

220

0,9

198-242

95

262

-12

100

18 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES

Y

KIZAK YA

TR 

EN 



32

0.872

28,8-35,2

97

205

-33

46

0.875

41,4-50,6

97

229

-30

68

0,885

61,2-74,8

97

236

-21

100

0,892

83-112

97

243

-18

101

KOMPRESÖR YA I/COMPRESSOR OIL
32-46-68-100

18 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES

Y

TR 

-

EN 
-



-

68

-

61,2-74,8

96

220

-24

100

-

90-110

93

230

-24

150

-

135-165

93

225

-22

220

-

198-242

93

225

-18

320

-

288-352

93

230

-12

460

-

414-506

96

230

-12

102

TR- Endüs   alanda,  ç  k   ç     r r    st l    üstün t
sana y r. Üstün yük t k y ay y r l c v k c aya 
kar  k  r, l  daha v  ç  v  böyl l  l   yar  r. K  kar  l    br y

 r. Yük  k t  k  l  ok l y  kar  r  v  t  kar  ol kça f r.  c rda  ç  
aya kar  k  k  k  yük  c rda  ok l y   t   önl r. T    l  k l  k -

korozyon v k kar k k r.

EN-   s   box  d l  for all  syst  w   s r  r  c   all ar  of stry and r
xtr  r s r   f r  By   of ts  load    ro  a rot  st scratch, w  and ro  by r v

  that ay oc  on  fac  of rs,   rs to work r  f ly and r for  to l   f   ts  st
 cr t  a st y, non f    c  of ts  c  x,, ts o  r stanc  and  st   v   l  ro  a -

rot s st, corr f f

18 Lt, 20 Lt, 200 Lt

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES

Y



DIN 51517 PART 3, ISO 12925-1 CKD, AGMA 9005-D94 EP 

103

TR Ağır şartlar altında çalışan, EP, köpük ve aşınmayı en aza indiren, yağdaki oksidasyonu durduran katıklar ihtiva eden, çok üstün özellikli, kapalı sistem dişli yağla-
rıdır. Mükemmel formülasyonları sayesinde maksimum aşınma ve korozyon koruması sağlarlar ve dişli kutularında yaygın olarak kullanılan sızdırmazlık elemanları 
ile uyumludurlar. Özellikle, ağır veya darbeli yükler altında çalışan dişli takımları için uygundurlar. Yağ sıcaklıkları 100ºC’ye kadar olan ortamlarda çalışan özellikle 
endüstriyel düz, helisel ve konik dişliler olmak üzere geniş bir kullanım alanına sahiptirler. Konveyörler, ekstrüderler, kurutucular, fanlar, karıştırıcılar, presler, 
vinçler, asansörler, kağıt hamur makineleri, pompalar, kırıcılar ve diğer ağır iş uygulamalarındaki endüstriyel dişlilerin yanısıra dümen taşıyıcılarını içeren güverte 
makineleri, pervane dişli kutuları ve santrifüjler gibi denizcilik uygulamalarında da kullanılırlar.

EN These are highly superior closed system gear oils containing additives that work under heavy conditions, minimize EP, foam and wear, and stop oxidation in oil. 
Thanks to their excellent formulation, they provide maximum wear and corrosion protection and are compatible with sealants commonly used in gearboxes. They 
are particularly suitable for gear sets operating under heavy or impact loads. They have a wide range of applications, especially industrial straight, helical and bevel 
gears, operating in environments with oil temperatures up to 100ºC. They are also used in conveyors, extruders, dryers, fans, mixers, presses, cranes, elevators, 
pulp machines, pumps, crushers and other heavy-duty industrial gears as well as maritime applications such as deck machinery including rudder carriers, propeller 
gearboxes and centrifuges.

GEAR OIL SERIES 

18 Lt, 20 Lt, 200 Lt

68

0.883

61,2- 74,8

98

230

-27

100

0,888

90-110

95

235

-27

150

0,893

135-165

95

239

-24

220

0,897

198-242

95

245

-21

320

0,901

288-352

93

250

-18

460

0,907

414-506

93

250

-15

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES

Y



46

46

150

300

-28

68

68

150

300

-28

310 320

104

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES

18 Lt, 20 Lt, 200 Lt

TR Yüksek kaliteli esterler ile özenle seçilmiş performans katıklarının harmanlanması ile özel olarak tasarlanmış, kusursuz hidrolik yağ performansını sağlayan 
yüksek sıcaklıklara dayanıklı hidrolik yağıdır. Ateşe dayanıklı hidrolik sıvılar en zor şartlar altında çalışmaktadır. Başta demir çelik sektöründe ark ve pota hidrolik 
sistemleri olmak üzere döküm, ocak ve sıvı metal olan ortamlarda yüksek basınç, ısı ve pompa devri ile çalışan hidrolik sistemlerde kullanılması uygundur. Yüksek 
parlama noktası dolayısı ile daha güvenli bir çalışma ortamı sağlar. Yüksek viskozite indeksi dolayısı ile çok geniş çalışma sıcaklık aralıklarında özelliğini kaybetme-
den çalışır. Mükemmel yağlama özelliği ile ekipmanın çok daha uzun süreli çalışmasını sağlar. Yüksek hidrolik kararlılığı ve üstün sudan ayrılma özelliği ile çok daha 
uzun süreli kullanılabilir. Yüksek biyo-bozunabilirlik özelliği ile çevre için tehdit oluşturmaz.

EN Environmentally friendly fire resistant hydraulic fluids specially designed by blending carefully selected synthetic esters and performance additives to ensure 
performance under extreme conditions in iron & steel plants, pipe rolling/press operations and manufacturing industries where the fire risk is high. Is fire resistant 
hydraulic fluids work under the toughest conditions. It is suitable to be used in hydraulic systems operating with high pressure, heat and pump cycles in casting, 
furnace and liquid metal environments, especially in arc and ladle hydraulic systems in the iron and steel industry. It provides a safer working environment due to 
its high flash point. Due to its high viscosity index, it can be used in very wide operating temperature ranges. Works without losing. With its excellent lubricating 
feature, it enables the equipment to work much longer. It can be used for a much longer time with its high hydraulic stability and superior water separation feature.
With its high biodegradability, it does not pose a threat to the environment.



Gresler



LITHIUM COMPLEX GREASE 00-0-1-2-3

106

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

NLGI

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

 

EN

TR



RED GREASE 1-2-3

107

NLGI

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

 

EN
-
-

TR

Ca

1

Ca Ca

3

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 



LITHIUM EP GREASE 00-0-1-2-3

108

 

EN

TR 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 



RUBBERED GREEN GREASE 0-1-2-3

109

 

EN

TR

85

1 2 3

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



Antifiriz



READY TO USE ORGANIC
ANTIFREEZE RED -37

111

 

EN

TR

108

5 11

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

  (%50)

  (% )

 

 @ 0  t



READY TO USE ORGANIC
ANTIFREEZE RED -56

112

 

EN

TR

56

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

  (%5 )

  (% )

 @  t



CONCENTRATED ORGANIC
ANTIFREEZE RED -78

113

 

EN

TR

37

165

7 5 11

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

  (%5 )

  (%33)

 

 @  t



READY TO USE SUPER
ANTIFREEZE BLUE -37

114

 

EN

TR

108

5 11

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

  (%50)

  (% )

 

 @ 20  t

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



READY TO USE SUPER
ANTIFREEZE BLUE -56

115

 

EN 

TR T

7 11

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

  (% )

  (%33)

 @ 2  t

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES



CONCENTRATED SUPER
ANTIFREEZE BLUE -78

116

 

EN 

TR 
-

0,45 Kg, 0,9 Kg, 3,75 Kg, 14 Kg, 15 Kg, 180 Kg 

- 7

7 -

KİMYASAL ÖZELLİKLER / CHEMICAL PROPERTIES TİPİK DEĞERLER / TYPICAL VALUES

 C (% )

  (% )

 C

 @ C  t




